% il Wenzhou Zheheng Steel Industry Co.,Ltd -

stainless-steelseamlesspipe.com

LR 45 Stainless Steel Pipe Fittings 90 Degree Wp304 / 321 AISI ASME B16.9

Standard
o Place of Origin: CHINA
e o Brand Name: zheheng
(- o Certification: 1ISO9001 PED
?U o Model Number: 4"*sch10s
8 o Minimum Order Quantity: ~ Negotiable
CC)' e Price: Negotiable
91- o Packaging Details: In bundles with waterproof material,or
5 wooden crate packing
= « Delivery Time: 30 DAYS
8_ o Payment Terms: L/C, T/T, D/A, D/P
S'_ o Supply Ability: 100TONS/30DAYS
5
35
o Standard: AISI ASME B16.9
e Packing: Wooden Case,
o Type: Coupling
e Technique: Butt Welding
o Applications: Qil
o Material: WP321
« Highlight: stainless steel pipe reducer fittings,

stainless steel pipe reducer fittings
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Product Description

AISI ASME B16.9 LR 45 90 degree wp304/321 stainless steel elbow connector

We're manufacturer of sanitary extractor,tri clamp /threaded pipe fittings and valves,such as elbow,tee,reducer,cross,ferrule,clamp,gasket,sight
glass and unions etc. non-standard products are welcome!

Product Desciption

. Name: SS304/SS316 Stainless Steel BSP/BSPT/BSPP/NPT barrel nipple and full copling

. Size: from 1/4" to 4" or according to your size.

. Standards: DIN,3A,SMS,ISO.

. Material: ,AISI304,AISI316L,

. Finish: Mirror polish, Semi bright

. Connection: Welded, Threaded

. Packaging: Shrink packed — carton -plywood case

. Sample: Sample and freight cost can be negotiable

. Applications: Extractor products parts,Pharmacy, beer, food, dairy, brewing, beverage, water treatment and chemical industry

© 00N OhA WN =

Product description:
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Carbon steel:ASTM
IA234WPB,,A234WPC,A420WPL6,A420WPL3

MSS SP75 WPHY42/46/52/56/60/65/70

Stainless steel:ASTM A403 WP304,304L,316,316L,321.
ASTM 1Cr18Ni9Ti, 00Cr19Ni10,00Cr17Ni14Mo2, ect.

Alloy

Steel:A234WP12,A234WP11,A234WP22,A234WP5,A420WPL
6,
Material

Carbon steel:St37.0,5t35.8,St45.8

DIN Stainless steel:1.4301,1.4306,1.4401,1.4571

Alloy steel:1.7335,1.7380,1.0488(1.0566)

Carbon steel:PG370,PT410

JIS Stainless steel:SUS304,SUS304L,SUS316,SUS316L,SUS321
Alloy steel:PA22,PA23,PA24,PA25,PL380
10#,20#,20G,239,20R,Q235,16Mn, 16MnR,1Cr5Mo,

GB 12CrMo, 12CrMoG, 12Cr1Mo

Standard Units

The values stated in either metric or U.s. customary

units are to be regarded separately as standard. Within
the text, the U.S. customary units are shown in parenthe-
ses. The values stated in each system are not exact equiv-
alents; therefore, each system must be used
independently of the other. Combining values from the
two systems may result in nonconformance with this
Standard.

The designation for size is NPS for both metric and
customary dimensioned fittings. Fitting pressure rating

is associated with the connecting wall thickness of pipe
of equivalent size and material.
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Product show:
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