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SUS 310S Stainless Steel Seamless Tubing , Thin Wall Steel Tubing For
Processing Plant

Basic Information

o Place of Origin: China
e o Brand Name: zheheng
(- o Certification: PED ,TUV ,ABS ,ISO,SGS
:‘U o Model Number: ZH- SMLS
o o Minimum Order Quantity: 500 KGS
CC)' o Price: Negotiable
,Q,_ o Packaging Details: wooden crate packing or plastic bags
— packing
’::Z" o Delivery Time: 7 days
8_ o Payment Terms: T/T or L/C
E)’_ o Supply Ability: 300 Tons Per month
=
-}
o Material: 2507, 2507, S32750, 1.4410, X2CrNiMoN25-
7-4
o Standard: ASTM/ASME SA789/790M
o Outside Diameter: 6mm - 323mm
o Wall Thickness: 1mm - 25mm
o Length: 6 Meters Or Customized
o Packing: Plastic Bags Packing
o Application: Processing Plant For Sulphuric,
o HS Code: 73044190
o Highlight: ss seamless tube,

304 stainless steel seamless pipe

woo adidsse|weas|oa)s-ssajulels uo sn Jisia asea|d sjonpo.d aiow Joy




UoI}ONPO.IU| JONPOId INO

woo adidssa|weas|aa)s-sSsa|ulels Uo sn JIsIA asea|d sjonpoid aiow 1oy

Product Description

TP310S, 1.4845, 1.4841, 310S, 310, SUS310S Stainless Steel Seamless Tubing ASTM(ASME)
(SA)A312/213/269/M,

310S (0Cr25Ni20/0Cr25Ni20Si2), heat-resistant stainless steel, domestic grade 0Cr25Ni20, US grade SA213/TP310S, commonly known as
310S, also known as 2520, duplex stainless steel, used for high temperature furnace tube manufacturing.

310S stainless steel is suitable for making various furnace components, the maximum working temperature is 1200 °C, and the continuous use
temperature is 1150 °C.
310S stainless steel management theory weight calculation formula: (outer diameter - wall thickness) x wall thickness x 0.02507 = KG / M

.We specialize in stainless steel products for 20 years, we can supply Processing services , including cutting ,welding , surface treatment and
precision processing..in the production of stainless steel TP310S, 1.4845, 1.4841, 310S, 310, SUS310S seamless stainless steel tubing of
various sizes, large diameter, small diameter, precision, thick wall and thin wall. The products will be produced in strict accordance with
ASTM(ASME) (SA)A312/213/269/M,,jis ,gb and AISI standards. It is one of the few manufacturers that can provide certificates such as PED,
ISO, SGS, TUV, ABS. TP310S, 1.4845, 1.4841, 310S, 310, SUS310S stainless steel seamless tubing is one of the most widely used stainless
steel varieties. The specific performance and description are as follows.

Products Description :

Product Name: 310S/S31008/TP310S/1.4845 Seamless Stainless Steel Pipe /Tube
Standard: ASTM A213, A269, A312, A511, A789, A790, A376, EN 10216-5, EN 10297,DIN 17456, DIN 17458,J1ISG3459, JIS
GS3463, GS3467, JIS G3448, GOST 9940, GOST 9941,

Material: TP310S SUS310S AISI 310S UNS S31008 1.4845 X8CrNi25-21 10X23H18
Nominal Dia: 1/2 "to 32" NB for seamless pipe

Schedules: 5S, 10S, 40S, 80S, 10, 20, 30...120, 140, 160, XXS

All dimensions are in accordance with ANSI B36.19 and ANSI B36.10

Size Range for tubing: OD:1/4" (6.25mm) to 8" (203mm), WT 0.02" (0.5mm) to 0.5"(12mm)
Length:

30 m(Max) or as your requirement

Process:

Cold drawn, Cold rolled, Precision Rolled for Seamless Pipe or Tube

Finish: Annealed & pickled, bright annealing, polished

Ends: Beveled or plain end, square cut, burr free ,Plastic Cap at Both end

Inspection & Test

1.100% PMI,Spectro Chemical Aanlysis Test for Raw
Material

2.100% Dimension & Visual Examination

3. Mechanical Properties Test Include Tension
Test,Flaring Test (For Seamless tube/pipe)/ Flange Test
(For Welded Pipe & Tube), Hardness Test ,Reversed
Flattening Test

4.100% Hydrostatic Test or 100% NON-DESTRUCTIVE
Test (ET or UT)

5.Radiographic Test for Welded Pipe (shall be accordance
with specification,or shall be as agreed upon between the
purchaser and vendor)

6.Straightness Test (optional)

7.Roughness Test (optional)

8.Intergranular Corrosion Test(optional)

9.Impact Test (optional)

10.Grain Size Determinations (optional)

NOTES : ALL THE TESTS AND INSPECTION RESULT
NEED TO BE SHOWED IN REPORTS ACCORDING TO
STANDARD AND SPECIFICATION.

Products show : ( plastic bags packing and bundle ,pickling)
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