
ASTM A312 S31254 Stainless Steel Seamless Round Tubes Cold Rolled SS 2"
Sch Xxs

Basic Information

Wenzhou,China

Zheheng

ISO9001

S31254

MOQ500kg

In wooded cases or pallets,or as for clients
requirement

7-15 working days after receiving payment

L/C, D/P, T/T, Western Union

1000 Ton/Tons per Month

Product Specification

Ningbo

Φ6--630mm

Round

Seaworthy Standard Package

FOB,CIF,CFR,EXW

1-12m

Hot Rolled/Cold Rolled

1-40mm

S31254 Seamless Round Tubes, 
Cold Rolled Stainless Steel Seamless Tubes, 
ASTM A312 Stainless Steel Tubing

for m
ore products please visit us on stainless-steelseam

lesspipe.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Port:

OD:

Section Shape:

Package:

Price Terms:

Length:

Technique:

Wall Thickness:

Highlight:

Wenzhou Zheheng Steel Industry Co.,Ltd
stainless-steelseamlesspipe.com
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Product Description

Overview
S31254 is an austenitic steel designed for maximum resistance to pitting and crevice corrosion. With high levels of chromium,
molybdenum and nitrogen, It is especially suited for high chloride environments such as brackish water, seawater, pulp mill
bleach plants and other high-chloride process streams. In new construction, S31254 has been found in many cases to be
technically adequate and much less costly substitute for nickel-based alloys and titanium. It is readily fabricated and welded.
 
Application
1. Ocean: marine structures, seawater desalination, seawater farming, seawater heat exchange, etc.
2. Environmental protection field: flue gas desulfurization device for thermal power generation, waste water treatment, etc.
3. Energy field: nuclear power generation, comprehensive utilization of coal, tidal power generation, etc.
4. Petrochemical field: oil refining, chemical and chemical equipment, etc.
5. Food field: salt making, soy sauce brewing, etc.
6. High concentration chloride ion environment: paper industry, various bleaching devices
 
Equivalent Standards
UNS EN ASTM

S31254
X1CrNiM
oCuN20-
18-7

254SMO

 
Chemical Composition
Ni C Mo Mn Si Fe Cu S P Cr
17.5 –
18.5

0.02
max 6 – 6.5 1 max 0.8 max – 0.5 – 1 0.01

max
0.03
max

19.5 –
20.5

 
 
Mechanical Properties

Density Melting
Point

Yield Strength
(0.2%Offset)

Tensile
Strength Elongation

8.0
g/cm3 1320-1390 � 300 650 35 %

 
Annealing
Annealing of this material should be performed at 1149-1204°C (2100-2200°F), which should be followed by a water quench.
 
Hot Working
Forging, upsetting and other operations relating to this material can be performed at 982 - 1149°C (1800 - 2100°F). It is
recommended that temperatures do not exceed this range as it would result in scaling and reduction in the workability of the
material. To re-attain maximum corrosion resistant properties, it is advisable to perform post-process annealing.
 
Cold Working
 
Cold working can be carried out using all the traditional methods; however the process would be tough due to its high work
hardening rate. The result will provide the material with increased strength and toughness.
 
Package Process
1.with plastic cap to protect both ends
2.weaving bag wrapped outside the pipe
3.then pack into wooden case.
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Company introduction
 

 15858820108  sales@zhehengsteel.com  stainless-steelseamlesspipe.com

No999 .wenzhou airport wenzhou city,zhejiang china

Wenzhou Zheheng Steel Industry Co.,Ltd
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